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Change History 
 

Revision Changes Date 
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Radio Frequency Interference Statement 
 
This device complies with Part 15 of the FCC Rules and Industry Canada 
licence-exempt RSS standard(s) . Operation of the device is subject to 
the following two conditions: (1) The device may not cause harmful interference, 
and (2) The devices must accept any interference that may cause undesired 
operation. 

 
This unit has been tested and complies with limits for a Class A digital device 
under Part 15 of the FCC Rules and Industry of Canada ICES-003. These limits 
are designed to provide reasonable protection against harmful interference when 
the equipment is operated in a commercial environment. This equipment 
generates, uses, and can radiate radio frequency energy and, if not installed 
and used in accordance with the instruction manual, may cause harmful 
interference to radio communications. Operation of this equipment in a 
residential area is likely to cause harmful interference in which case the user 
will be required to correct the interference at his own expense.. 
 
Changes or modifications not expressly approved by TransAct Technologies, 
Inc. could void the user's authority to operate the equipment. 
 
The manufacturer declares that this product conforms to the following 
standards or other normative documents: 
 
EN 300 330-2 V1.5.1 (2010-02) Electomagnetic compatibility and Radio 
spectrum Maters (ERM); Short-Range Devices (SRD); Radio equipment 
in the frequency range 9 kHz to 25 MHz inductive loop system in the 
frequency range 9 kHz and 30 MHz 
 
EN 301 489-1 V1.9.2 (2011-09) Electomagnetic compatibility and Radio 
spectrum Maters (ERM); ElectroMagnetic Compatibility (EMC) standard 
for radio equipment and services; Part 1: Common technical requirements 
 
EN 301 489-3 V1.4.1 (2002-08) Electomagnetic compatibility and Radio 
spectrum Maters (ERM); ElectroMagnetic Compatibility (EMC) standard 
for radio equipment and services; Part 3: Specific conditions for Short-Range 
Devices (SRD) operating on frequencies between 9 kHz and 40 GHz 
 
Safety: EN 60950-1:2006 Safety of information technology equipment  
including electrical business equipment, including amendments A12:2011 
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Disclaimer 
NOTICE TO ALL PERSONS RECEIVING THIS DOCUMENT:  
The information in this document is subject to change without notice. No part 
of this document may be reproduced, stored or transmitted in any form or by 
any means, electronic or mechanical, for any purpose, without the express 
written permission of TransAct Technologies, Inc. ("TransAct").  This 
document is the property of and contains information that is both confidential 
and proprietary to TransAct.   Recipient shall not disclose any portion of this 
document to any third party. 
 
TRANSACT DOES NOT ASSUME ANY LIABILITY FOR DAMAGES 
INCURRED, DIRECTLY OR INDIRECTLY, FROM ANY ERRORS, 
OMISSIONS OR DISCREPANCIES IN THE INFORMATION CONTAINED IN 
THIS DOCUMENT. 
 
TransAct cannot guarantee that changes in software and equipment made by 
other manufacturers, and referred to in this publication, do not affect the 
applicability of information in this publication. 
 

Copyright 
©  2013 TransAct Technologies, Inc.  All rights reserved. Printed in USA 
Revision Level C, July 2013 
 

Trademarks 
Some of the product names mentioned herein are used for identification 
purposes only and may be trademarks and/or registered trademarks of their 
respective companies. 
 
TransAct, Printrex, and Atlantek are registered trademarks of TransAct 
Technologies, Inc. 
 
Microsoft and Windows are registered trademarks of Microsoft Corporation in 
the United States and/or other countries. 
 
Adobe and the Adobe logo are trademarks of Adobe Systems, Inc. 
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About your Printrex
®
 980 Printer 

 
The Printrex® 980 printer by TransAct® represents the very latest technology 
for use for high-speed continuous form plotting, specifically designed for the 
needs of the oil and gas industry. It builds upon the experience of the Printrex® 
line of inkjet printers with a host of features specifically designed to improve 
the performance of well log printing, including: 
 

 8 inches per second plot speed 

 No limitation on plot length, allowing plotting of continuous logs 

 Print quality enhancement features, including: 
o Depth Line Accuracy, ensuring accuracy of scale 
o Stitching Stream Technology, to ensure no gaps in plotting even 

when the printer temporarily lacks data 
o Automatic Image Shifter, to extend print head life 

 Four separate ink tanks for easy exchange of individual colors 

 Low total cost of ownership 
 
These features and more let you quickly and easily integrate the Printrex® 980 
with your oil and gas industry office applications, while giving you the quality, 
durability and uptime you have come to expect from Printrex® by TransAct® 
printers. 
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Who Should Read This Guide? 
 
This document provides information useful for end users who will install, 
configure, and operate the Printrex® 980 printer in their operations. 
 

What Is Included in This Guide? 
 
This Quick Start Guide includes information on the installation and setup of the 
Printrex® 980 printer, together with safety precautions and information on 
warranty, technical support, and ordering supplies. 
 
We want you to have a trouble-free implementation with your Printrex® printer. 
For any issues not covered in this guide, quality technical support is available 
on-line at www.Transact-tech.com , or by telephone or fax – consult the 
following pages for more details about our support services. 
 
 
 

http://www.transact-tech.com/


  About Your Printrex
®
 980 Printer 

 
 

  100-11671 - Rev C    Page 5 

 

Technical and Sales Support 
 
Your printer is backed by the resources of Printrex, a division of TransAct 
Technologies, a global technology firm with dedicated technical support and 
sales assistance. Here is how we can help you: 
 

On-line Technical Support 
 
Our web site at www.Transact-tech.com  is your on-line portal to obtaining 
technical assistance with your Printrex® printer. Click on the Support link to 
find support information for your Printrex® 980 printer, including online access 
to drivers and documentation or contact us via e-mail at support@transact-
tech.com 

Telephone Technical Support 
  
Live telephone support is available by contacting Printrex or one of its regional 
affiliates via the contact information listed in this section. To help us serve you 
faster, please have the following information ready when you call:  
 

 The Model Number and Serial Number of the printer. 

 A list of any other peripheral devices attached to the same port as the 
printer. 

 What application software, operating system, and network (if any) you are 
using. 

 What happened and what you were doing when the problem occurred. 

 How you tried to solve the problem. 
 

Warranty Information 
 
Printrex® 980 Printers come with a standard warranty that commences upon 
shipment from factory, and covers parts and labor. An optional warranty, 
covering both parts and labor, may be purchased separately. 
 

http://www.transact-tech.com/
mailto:support@transact-tech.com
mailto:support@transact-tech.com
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Return Materials Authorization and Return Policies 
 
If a support technician determines that the printer should be serviced at a 
Printrex facility, and you want to return the printer for repair, we will issue you 
the Returned Materials Authorization (RMA) number that is required before 
returning the printer. Please prepare the printer being returned for repair as 
follows: 
 

 Pack the printer to be returned in the original packing material. 

 Do not return any accessories unless asked to do so by a support 
technician. 

 Write the RMA number clearly on the outside of the box. 
 

Shipping Printers 
 

Never ship a printer by any means with any ink cartridge installed. Be 
sure to save the packing materials in the event that you need to send the 
printer in for servicing. Printrex is not responsible for damaged return items 
that are not packaged in original shipping material. 
 

Sales Support 
 
To order supplies, receive information about other Printrex products, or obtain 
information about your warranty, contact our Sales Department at the contact 
telephone or fax numbers listed below or visit our web site at www.Transact-
tech.com. 
 
 
 

http://www.transact-tech.com/
http://www.transact-tech.com/
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Contact Information 

 
USA 
TransAct Technologies Incorporated 
Ithaca Facility 
20 Bomax Drive 
Ithaca, NY 14850 USA 
 
TransAct Technologies  
World Gaming Headquarters 
& Western Regional Repair Center 
6700 Paradise Road 
Suite D 
Las Vegas, NV 89119 USA 
 
Telephone   (877) 7ithaca or (607) 257-8901 
Main fax   (607) 257-8922 
Sales fax   (607) 257-3868 
Technical Support fax (607) 257-3911 
Web site   www.transact-tech.com 
 
Western United States: 877.822.8923, Fax: 702.254.7796 
United Kingdom: 011-44-170-977-2500, Fax: 011-44-170-977-2505 
 
R – Associates Inc. 
6610 Gant Road  
Houston, Texas 77066 USA 
Telephone   713.973.1500 
Fax    713.598.8311 
Web Site: www.r-associates.com 
 
United Kingdom 
AVNET Embedded 
5a Waltham Park, White Waltham 
Maidenhead 
Berkshire, SL63TN 
Telephone   +44 1628 518900 
Web Site: www.adnet-embedded.eu 
 
Canada 
Kesh Downhole Measurements, Inc. 
P.O. Box 246 
Clyde, Alberta T0G 0P0 Canada 
Telephone   780.348.5278 
Fax    780.348.5731 
Email: kevindm2@clearwave.ca 
 
 

http://www.transact-tech.com/
http://www.r-associates.com/
http://www.adnet-embedded.eu/
mailto:kevindm2@clearwave.ca
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Germany 
Elkutec Electronic GmbH 
Postfach 11 33 
D-85386 Eching bei München 
Erfurter Straße 31 Germany 
Telephone   (49)-89-31-90-91-0 
Fax    (49)-89-31-90-91-91 
Web Site: www.elkutec.de 
Email: sales@elkutec.de 
 
China 
Star-Luck Enterprises, Inc. 
Beijing Office 
Room 328, Grand Vision Business Building, 
No.2 Jiuxianqiao Road, 
Chaoyang District 
Beijing 100015 China 
Telephone   86-10-51305677 
Fax    86-10-51305658 
 
Singapore 
HABS Industries Pte Ltd. 
2 Kensington Park Drive 
#04-04 
Singapore 557320 
Telephone   65-967 32002 or 65 816 32322  
Fax    65-234 3158 
Email: habsindustries@gmail.com 
 
 
 
 

http://www.elkutec.de/
mailto:sales@elkutec.de
mailto:habsindustries@gmail.com
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Important Safety Precautions 
 

General Precautions 
 

 Never place items on the printer such as a flower vase, potted plant, 
cosmetics, any liquid filled container, or metal fasteners. If such items were 
to fall on the printer, this could cause a fire, electrical shock, or damage to 
the printer. 

 The electrical contacts inside the printer become extremely hot during 
normal operation. To avoid causing a fire, never store flammable 
substances like alcohol, thinner, etc. near the printer. 

 Never place the printer where it is exposed to open air or high humidity. 
This could cause a fire, serious electrical shock, or damage to the printer. 
Also, if the printer is carried into a warm room on a cold day, this could 
cause condensation inside the printer. If this happens, allow the printer to 
sit for at least 1 hour at room temperature to adapt to the ambient 
temperature and humidity. 

 Never place the printer on a slanted or unstable stand or table. If the 
printer is dropped or slides off, this could cause personal injury. Also, 
never place a heavy object on top of the printer. If the object is dropped or 
falls, this could cause personal injury. 

 Never expose the printer to open air or dust. This could cause a fire, 
serious electrical shock, or damage to the printer. Also, never locate the 
printer near a water faucet or in any other location where it will be exposed 
to water. This could cause serious electrical shock. 

 Never place the printer where it will be exposed to rapid changes in 
temperature, such as in direct sunlight, near an air conditioner, on a hot 
day. This could cause a fire or damage to the printer. 

 Place the printer in a location that meets the specified ranges of 
temperature and humidity. If the printer is either too cold or too hot, it may 
not operate normally. Operating environment: 15 - 30°C (59 - 86°F) RH 10 
- 80% (with no condensation). 

 To ensure normal operation of the printer and avoid possible damage, 
never install the printer near large office equipment or any other type of 
electrical devices that emit strong magnetic fields. 

 Never block the ventilation ports on the printer. A blocked ventilation port 
could cause heat to build up inside the printer and cause a fire. Also, place 
the printer in an area where you can disconnect the power cord 
immediately; keep the area around the power cord connection free from 
obstacles. This allows you to unplug the power cord quickly in an 
emergency. 
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Power Supply and Power Cord 
 
To avoid the risk of fire, electrical shock, personal injury, or damage to the 
printer: 
 

 Always use the power cord provided with this printer. To avoid a fire or 
electrical shock, do not use an extension cord. 

 Connect the printer power cord to an independent power source that is not 
shared by other equipment or appliances. 

 Make sure that the power plug is securely and completely inserted into the 
power source. 

 Do not cut, damage, or otherwise alter the power cord. Never place a 
heavy object on the power cord, never expose it to heat, and never pull the 
cord to disconnect it. If the power cord is damaged in any way 
(condensation on exposed wires, broken wires, etc.) contact customer 
service where you purchased the printer. 

 Never handle the power cord or plug when your hands are wet. 

 Never knot the power cord or wrap it around itself. 

 Disconnect the printer power cord during severe electrical storms. 
Lightning could cause a fire or severe electrical shock or damage to the 
printer. 

 To avoid a fire hazard, occasionally disconnect the power cord from the 
printer and the power supply, and use a soft dry cloth to clean the cord 
connectors and the connection points. Leaving the cord plugged in and not 
cleaned for a long period, especially in an area subject to dust, oil, and 
high humidity, could cause the insulation material to deteriorate. 

 Turn off the main power before removing the power plug from the outlet. 

 Check the power plug and cord for any problem (abnormal heat, rust, 
bend, cracks, scratches, etc.) at least once a month. 

 If any problem is found with the power plug or cord, contact customer 
service regarding a replacement cord/ 

 Never pull on the power cord to unplug the cord from the power supply. 
Always grip the plug to remove it from the power supply. 

 If the printer will not be used for a long period, disconnect the power cord 
from the power source. 

 Always keep the area around the power plug free of obstacles so that you 
can unplug it easily. This allows you to unplug the power cord quickly in an 
emergency. 

 Never use any power source other than the one rated for the printer. This 
printer is designed to be used in the region where you purchased. Also, 
make sure that the power source can supply sufficient power for the 
printer. 

 
Supply Voltage: 
AC 100-240 V, 50/60 Hz 
Power Consumption:640 W (max.) 
Sleep Mode :41 W 
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Handling the Printer and Accessories 
 
To avoid the risk of fire, electrical shock, personal injury, or damage to the 
printer: 
 

 If you find a large ink leak, switch the printer off immediately, disconnect 
the power plug from the power source, and call for service. 

 Never clean the printer with water or any flammable liquid (alcohol, 
benzene, thinner, etc.) either applied directly or with a cloth. If you 
accidentally spill liquid on the printer, switch the printer off immediately, 
disconnect the power plug from the power source, and call for service. 

 If the printer emits smoke, unusual odors, or makes noises, leaving it could 
cause a fire or serious electrical shock or damage to the printer. Switch the 
printer off immediately, disconnect the power plug from the power source, 
make sure that the printer has stopped smoking, and call for service. Do 
not attempt to repair the printer by yourself. 

 Use only a slightly damp cloth, thoroughly wrung out, to clean the printer 
surfaces. Never use alcohol, thinner or any other flammable liquids, or risk 
having them come into contact with electrical components inside the 
printer. 

 There are high voltage points inside the printer. Never attempt to 
disassemble or repair the printer. 

 Never insert or drop any metal objects into the printer when it is open. This 
could cause a fire or serious electrical shock, or damage the printer. If 
something falls into the printer accidentally, switch the printer off 
immediately, disconnect the power plug from the power source and call for 
service. 

 If the printer is dropped and damaged, switch the printer off immediately, 
disconnect the power plug from the power source, and call for service.  

 Never use flammable sprays around the printer. 

 Never remove the cover from the printer. 

 Before cleaning the printer, switch it off and disconnect the power plug 
from the power source. This can prevent personal injury or damage to the 
printer if you make a mistake during cleaning. 

 Its is dangerous to put your fingers deep inside the ink cartridge boxes. 
There are pin-sharp parts which may hurt you; alternatively you may cause 
damage that could lead to a breakdown. 

 Keep children from touching the power cord, internal parts of the printer 
when it is open, and moving parts inside the printer (gears, belts, rollers, 
and electrical components). This could cause personal injury or damage 
the printer. 

 To prevent machine failures, do not open the ink tank door or maintenance 
cartridge exchange door, do not turn off the printer, and do not remove the 
power plug from the outlet while the printer is printing. If you do so, the 
print head protection function is not performed properly, resulting in a 
machine failure or ink leakage which can soil your clothes and the 
surrounding area. 

 Do not apply excessive force or strong shocks to the upper unit. Doing so 
can result in a machine failure or impair print quality. Be sure to open/close 
the upper unit slowly. 
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 Do not place the printer close to devices such as televisions, radio 
receivers, loudspeakers, etc. The magnetic fields these devices produce 
may cause the printer to malfunction, and the printer may interfere with 
TV/radio reception. 

 
 
Note:   

 Be sure to turn off the power switch after the printer has stopped printing. 

 Do not rapidly switch the printer off and on. This could damage the printer. 
After switching the printer off, wait at least 5 seconds before switching it on 
again. 

 

Ink Tank and Maintenance Cartridges 
 

 Always store these items out of the reach of small children. This prevents 
accidents. If a child accidentally swallows ink, seek medical attention 
immediately. 

 If ink gets into your eyes, wash it out with flowing water immediately. If 
irritation persists, consult a physician. 

 If ink comes into contact with your skin, rinse it off with flowing water 
immediately. If irritation persists, consult a physician. 

 Never drop or apply excessive force to an ink tank or the maintenance 
cartridge. Ink can stain clothing and the work area. 

 Never attempt to disassemble or modify the ink tanks. They contain ink, 
which may leak out and smear your clothes or things around you. 

 Do not install or remove the ink tank or maintenance cartridge unless it 
needs to be replaced. Doing so can accelerate wear of the printer 
components. 
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How to Read This Procedure 
 

When Using the Included Parts 
After unpacking this product, check the included parts against the illustrations 
shown in “Checking the Included Parts” in this Guide. 
 
When the parts supplied with this product are required to be used in the 
installation procedure, the following symbol indicating that the parts are 
supplied with the product is shown in the illustration. Confirm the symbol and 
use the necessary included parts. 

 
 

About the Symbols Used in Illustrations 
In this guide, operations performed frequently are represented by the following 
symbols: 
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Selecting the Installation Site 
 
Installation requirements are listed below. It is recommended that the user’s 
installation site be checked before delivery of the printer. 
 
1) Power Cord of the printer must connectable to the outlet (100V - 240V AC 
+10%/-15%)  
 
Caution:  There must be an easily accessible outlet near the printer. 
 
2) The installation environment must be as described below. Avoid installing 
the printer near a faucet, water heater, humidifier, or refrigerator.  

 Operating temperature range: 5 to 35 degrees celsius 

 Operating humidity range: 10%RH to 90%RH 
 
3) Avoid installing the printer near a fire, in a dusty place, or in a place where 
ammonia gas is generated. When installing the printer in a place exposed to 
direct sunlight, it is recommended that curtains be hung over the window. 
 
4) Any foot of the printer must not be floating above the floor . The printer must 
be kept in a horizontal position. 
 
5) The desk or table on which the printer is placed must be sturdy and stable 
enough to support the weight of the printer. 
 
6) Install the printer in a well-ventilated place, excluding the area near the air 
inlet of the room.  
 
7) Install the printer at least 100 mm away from each wall with a sufficient work 
space around it. 
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Checking the Installation Space 
 
1. The minimum space required for installation and maintenance is shown 
below. 
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Installation Precautions 
 
When installing the printer, observe the following precautions: 
 
1) Condensation can occur when the printer is moved from a low-temperature 
place to a high-temperature installation place. In such a case, leave the printer 
as it stands for at least 2 hours until it adjusts to the ambient temperature and 
humidity, before starting the installation work.  
 
2) The printer weighs about 60 kg. At least 3 persons are required to install it. 
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Unpacking Printer and Checking the Components 
 
1) Check that the following parts are included: 
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Unpacking the Printer and Removing the Fixtures 
 
Note:  The printer is secured using fixing tape and cushioning materials to 
protect it against the vibrations and shocks applied during transportation. By 
following the procedure described below, remove all pieces of fixing tape and 
cushioning materials before installing the printer. Keep the removed 
cushioning materials for future transportation for relocation or repair of the 
printer. 
 
1) Remove two bands from the packing carton, and then remove the outer 
casing. 

 
2) Remove the upper pads and the accessory box. 
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3) Lift either side of the printer temporarily to remove the 2 lower pads. Next, 
lift the other side of the printer to remove the remaining 2 lower pads. 

 
4) Strip the plastic bag from the top to the bottom. 
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5) Holding the handles at the bottom of the printer, lift the printer to take it out 
from the package base. 

 
Caution:   

 At least 3 persons are required to lift the printer. 

 Do not hold the front side of the printer. 
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6) Place the printer on a horizontal table, and then remove all pieces of fixing 
tape and cushioning material visible on the exterior of the printer. 
 
7) Open Ink Tank Door, and then push Upper Unit Open Lever to open Upper 
Unit. 

 
 
8) Remove all pieces of fixing tape and cushioning material around the 
transport area. 

 
 
Caution:  There are Paper Holding Wheel Units in the circle of illustration 
above. Do not remove these units when removing tapes around.  
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9) Close Upper Unit and Ink Tank Door. 
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Mounting Rear Feeder Guide 
 
1) Mount the included Rear Feeder Guide on Rear Feeder Slot of Printer using 
2 included screws (TP screws, M4×8). 
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Loading Ink Tanks 
 
1) Open Ink Tank Door. 

 
 
2) Open Ink Tank Lever for each color while pushing it downward. 

 
 
3) Take included Ink Tank out of Package, and then remove cushioning 
material. 
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4) Slowly insert Ink Tank as far as it will go. 
 
Caution:   

 Ink Tank cannot be loaded properly if it is inserted in the wrong Ink Tank 
Slot. 

 Insert Ink Tank securely and push it all the way as far as it will go. 
 

 
 

5) Close Ink Tank Lever. 

 
 
6) After checking that all Ink Tanks have been loaded, close Ink Tank Door. 
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Initial Loading of Ink 
 
1) Connect the included Power Cord to the printer. 

 
 
2) Connect Power Cord to the outlet. 
 
3) Turn on Main Power Switch. Initial ink loading starts automatically when 
Main Power Switch is turned on. About 25 minutes are required for initial ink 
loading. When initial ink loading is completed, the STATUS lamp lights and not 
blinking. Make sure that the STATUS lamp lights before proceeding to the next 
step. 
 
Caution:   

 Do not turn off Main Power Switch during ink loading. 

 If Main Power Switch is turned off during ink loading, Printer stops ink 
loading.  In such a case, turn on Main Power Switch to start ink loading 
again.  

 Restarting the ink loading causes extra waste-ink. 

 Ink loading time might be changed due to the design change. 
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Printer Part Names and Function 

Front View 

 
 
[1] Upper unit 
Open this unit when set paper or removing the paper jammed in the paper 
feed path or cleaning inside of the machine. This unit incorporates print 
modules, PCBs, and so on. 
 
[2] Operation panel 
This panel has the key switches necessary for printer operation and the lamps 
that indicate printer status. 
 
[3] Power switch 
Use this switch when the printer is scheduled to be unused for a long period of 
time or it is relocated. 
 
[4] Ink tank door 
Open this door when replacing ink tanks. Ink tank door is locked while the 
printer operates. 
 
 
[5] Paper delivery slot 
Paper is ejected through this slot. 
 
[6] Paper retainer 
This retainer allows paper to be ejected steadily. 
 
[7] Maintenance cartridge door 
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Open this door when replacing the maintenance cartridge. Maintenance 
cartridge door is locked while the printer operates. 
 
[8] Stacker unit 
This unit contains the tray to receive the ejected paper. Draw it out when using 
it. 
 

Back View 

 
 
[1] LAN port 
Connect a LAN cable here to connect to the computer. 
 
[2] USB port 
Connect a USB cable here to connect to the computer. 
 
[3] Rear feeder slot 
This slot is used to feed paper exceeding the paper tray capacity. 
 
[4] Rear Feeder Guide 
This component is the paper entrance guide used to feed paper from the rear 
of printer. 
 
[5] Power connector 
Connect the power cord here. 
 
[6] USB cable clamp 
Cable clamps are provided to prevent the USB cable from being disconnected 
carelessly. 
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Inside the Printer 

 
 
[1] Upper unit release lever 
Push this lever up to release the upper unit. 
 
[2] Paper tray 
Load paper in this tray. 
 
[3] Lift button for paper tray 
Pressing this button moves the paper tray up and down. 
 
[4] Ink tanks 
Black (Bk), Cyan (C), Magenta (M), and Yellow (Y) ink tanks are loaded. 
 
[5] Transport unit 
Paper is fed by this unit. Clean it if soiled by paper dust or ink. 
 
[6] Maintenance cartridge 
Ink used to clean the print head is collected here. 
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Operation Panel 

 
 
[1] Power key/lamp  
Turns power on/off, and wakes the printer up from the sleep mode. Lamp 
status are as follows: 
 On   Power-on. 
 Off  Power-off. 
 Blinking Sleep mode. 
 
[2] RESET key 
Pressing this key down for about 1 second during printing cancels all jobs to 
abort printing. 
 
[3] FEED key 
Pressing this key in the offline mode feeds paper. 
 
[4] ONLINE key 
Pressing this key suspends/resumes printing. 
 
[5] ONLINE lamp 
 On  Ready to print. 
 Off  Not ready to print. 
 
[6] Ink Warning lamp 
 On  No ink or tank. 
 Blinking Low ink. 
 Off  Sufficient ink. 
 
[7] Maintenance Cartridge Warning lamp 
 On  Full. 
 Blinking Nearly full. 
 Off  Sufficient room to collect ink. 
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[8] Paper residual quantity lamp 
 On  No paper. 
 Blinking The remaining amount of paper is low. (Only when sheets 
   are supplied through Feeder Lift Tray. Lamp starts flashing 
   when remaining papers become about 100 sheets). 
 Off  Sufficient paper or during paper feed from rear feeder slot. 
 
[9] ERROR lamp 
 On  Operator-call error (can be recovered by user operation). 
 Blinking Fatal error. 
 Off  Normal. 
 
[10] STATUS lamp 
 On  Online mode. 
 Blinking Data being received (printing, cleaning, initializing, 
   shut-down). 
 Off  Printing is not possible (during error, sleep, pause etc.). 
 
Note:  Never turn off the main power switch during a print job. This could 
cause damage, because the printhead cannot return to the home position. 
 
Note:  Never attempt to open the Upper unit by force or hit the door. This could 
damage the printer or result in poor print quality. Always open and close the 
Upper unit slowly. 
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Connecting the Communication Cable 
 
The Printrex® 980 is equipped with two interface ports. These interfaces are: 
 

 USB 2.0 

 Gigabit Ethernet 
 
Connect the appropriate communications cable to the printer as shown in the 
following figures. Cables are provided by your dealer, the system installer or 
are available through Printrex. 

Connect a USB cable 
 
Note:  You can disconnect the USB cable even while the printer and computer 
are on, but do not disconnect the USB cable in the cases described below. 
This could prevent the printer from operating normally. 

 While the computer is starting up (until the desktop display appears). 

 While the printer is printing. 

 While you install the printer driver. 
To disconnect the USB cable while the computer and the printer are on, 
disconnect it at the computer or the USB hub. To reconnect the USB cable, 
wait at least 5 seconds before you connect it again. If you reconnect it 
immediately, the printer may not operate correctly. 
 
Note:  A USB cable is not provided with the printer. Please prepare a cable 
that matches the port on your computer. 
 
Connect the USB cable to the printer first, as shown in the figure, and then to 
the computer. 
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Note:  Whenever connecting a USB cable to the printer, put the USB cable in 
the cable clamps as shown in the figure. 
 

Connect a LAN cable 
 
Connect the LAN cable to the printer, as shown in the figure, and then the 
computer. 
 

 
 
Note:  Please consult your network administrator when connecting to an office 
LAN. 
 
Note:  If a printer driver has not been installed in the computer to which you 
want to connect your printer, install it before connecting the USB cable or LAN 
cable.  
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Switching the Printer On and Off 
 

Switching the Printer On 
 
1. Turn on the power switch. 
When the [STATUS] lamp which has been blinking stays lit, the printer is 
ready for printing. 
 

 
 
2. The STATUS lamp stays lit. 
 
Note:  When the printer is in the sleep mode, press the power key to return the 
printer to Online mode. Printer will also wake up from the sleep mode 
automatically as soon as it starts receiving a print job. 
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Switching the Printer Off 
 
1. Press the power key for a few seconds more than one second. 
Power lamp blinks and the printer enters the sleep mode. 
 

 
 
2. Turn off the power switch. 
If the printer is already in the sleep mode, just turn off the power switch. 
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Paper Loading Procedure (Inside) 
 
This section describes how to load paper. 
 
1. Make sure that the Power key lamp on the operation lamp stays lit. If the 
printer has been turned off completely, turn on the main power switch. When 
the printer is in the sleep mode, press the Power key. 
 
2. Open the ink tank door. 
 

 
 
3. Push the upper unit release lever up to open the upper unit. 
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4. Open the upper unit. 
 

 
 
5. Press the lift button for paper tray. The paper tray moves up. 
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Note:  Do not touch the lifting mechanism while the paper tray is moving 
up/down. Your fingers could be caught in the machine and this could cause 
injury. 

 
 
6. Draw out the paper tray slowly. 
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7. Load paper in the paper tray. 
 

 
 
Load paper with the black mark located on the tip right side of the back of the 
printing surface. 
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8. After loading paper, push the paper tray all the way. 
 

 
 
9. Press the lift button for paper tray to move the paper tray down. 
 

 
 
Note:  Follow the same procedure when replacing paper. When the paper tray 
has been set in position, the "lift" button for paper residual quantity lamp. 
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10. When the paper tray has moved down completely, draw out the stacker 
unit, then raise the bar. 
 

 
 
11. Pull out paper, and then place paper on the stacker unit. 
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Note:  When setting paper in transport area, place it against paper guides on 
the right side. Set paper such that it is not slackened. 
 

 
 
Note:  Largely slack paper can jam. To prevent this, pull out paper over the 
transport unit as straight as possible. 
 
 
12. Close the upper unit and then close the ink tank door. 
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Note:  Close the upper unit gently to avoid catching your hands, as this may 
result in personal injury. 
 

 
 
13. Paper is automatically fed to the printing position. 
 

 
 
Note:  Load paper in printer immediately after unpacking it. Paper remaining 
after completion of printing may be held loaded in printer or stored in the paper 
storage box. If printer is not used for an extended period of time, be sure to 
store paper in the paper storage box. 
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Paper Loading Procedure (Rear) 
 
This section describes the method for loading the paper to be fed from the rear 
of printer. 
 
1. Make sure that the Power key lamp on the operation lamp stays lit. 
If the printer has been turned off completely, turn on the power switch. When 
the printer is in the sleep mode, press the Power key. 
 
2. Open the ink tank door. 
 

 
 
Note:  If there is paper in the paper tray, remove it and then move the paper 
tray down. 
 
3 Push the upper unit release lever up to open the upper unit. 
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4. Open the upper unit. 
 

 
 
5. When the paper tray has moved down completely, draw out the stacker unit, 
then raise the bar. 
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6. Insert paper in the feeder slot provided on the back of the printer. 
 

 
 
Note:  When supplying paper from the rear of printer, place the paper storage 
box containing paper below Feeder Slot at the back of printer, at a height that 
is 100-820 mm lower than Feeder Slot, and then load paper in printer. 
 

 
 
Note:  Place the paper storage box in such a manner that paper is not fed to 
printer askew. 
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7. Pull out paper from the paper tray. 
 

 
 
8. Pull out paper, and then place paper on the stacker unit. 
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Note:  When setting paper in transport area, place it against paper guides on 
the right side. Set paper such that it is not slackened. 
 

 
 
Note:   Largely slack paper can jam. To prevent this, pull out paper over the 
transport unit as straight as possible. 
 
9. Close the upper unit and then close the ink tank door. 
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Note:  Close the upper unit gently to avoid catching your hands, as this may 
result in personal injury. 
 

 
 
10. Paper is automatically fed to the printing position. 
 

 
 
Note:  Load paper in printer immediately after unpacking it. Paper remaining 
after completion of printing may be held loaded in printer or stored in the paper 
storage box. If printer is not used for an extended period of time, be sure to 
store paper in the paper storage box. 
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Replacing Ink Tanks 
 
When the ink in an ink tank runs low, the Status Monitor displays [XXXX ink 
low] message to alert you that ink is about to run out. You can continue to 
print, and when the ink supply is exhausted, the [Out of XXXX ink] error will be 
displayed. 
 
There are four colors of ink cartridges: Black (Bk), Cyan (C), Magenta (M), and 
Yellow (Y). 
 
 
Note:   

 To maintain print head quality, the printer stops operating before it is 
completely out of ink. That is, a small amount of unusable ink remains in 
the used ink tank. 

 To get a good printing result, use up each ink tank within six months of first 
opening the package. 

 Do not remove an ink tank unless you must replace it. This could shorten 
the life of the consumables. 

 Complete the ink tank replacement procedure as quickly as possible. Do 
not leave the printer with ink tanks removed. 

 An ink tank left in a high-temperature place can deform. However, there is 
nothing wrong with its functions. 

 It is recommended that ink tanks be stored in a place where the 
temperature does not rise to extreme ranges. 

 
Note:   

 When a message “XXX ink low” appears, get a new ink tank as soon as 
possible. 

 You cannot open the ink tank door while the printer is operating. 

 To maintain the best printing quality, please use only Printrex® 980 ink 
tanks. 

 
The positions of the ink tanks are as shown below. 
 

 
The printer is designed so that ink tanks cannot be inserted in wrong ink tank 
slots. Do not attempt to insert ink tanks in wrong ink tank slots forcibly. 
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1. Open the ink tank door. 
 

 
 
2. Pull the lever down. 
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3. Remove the empty ink tank. 
 

 
 
Note:  Do not touch the ink outlet and terminal to prevent soiling of the the 
surrounding work area, damage to the ink tank, and poor printing. 
 

 
 
Note:  Never apply excessive force nor drop an ink tank. Ink can stain clothing 
and the work area. 
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4. Slowly insert a new ink tank all the way. 
 

 
 
5. Close the ink tank lever securely. 
 

 
 
Note:  There are sharp pins in ink tank slots. Never put your fingers into this 
area. This could cause personal injury or damage the printer. 
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6. Close the ink tank door. 
 

 
 
Note:   

 After installing an ink tank, do not remove it unless you must replace it. 
This could shorten the life of the consumables. 

 Complete the ink tank replacement procedure as quickly as possible. Do 
not leave the printer with ink tanks removed. 

 Be careful not to stain your clothes and the surrounding work area by the 
used ink tanks. 
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Replacing the Maintenance Cartridge 
 
When there remains no maintenance cartridge space to collect ink, an error 
message, “Maintenance Cartridge full,” is displayed on the status monitor, and 
printing stops. Replace the maintenance cartridge with a new one. 
 
Note:  For safety, keep the Maintenance Cartridge out of the reach of children. 
If ink is accidentally ingested, contact a physician immediately. 
 
Note:   

 To prevent ink from leaking from a used Maintenance Cartridge, avoid 
dropping the cartridge or 

 storing it at an angle. Otherwise, ink may leak and cause stains. 

 Ink adheres to the top of the Maintenance Cartridge after it has been used. 
 
Handle the Maintenance Cartridge carefully during replacement. The ink may 
stain clothing. 
 
1. While lifting the eject guide slightly, open the maintenance cartridge door. 
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2. Draw out the maintenance cartridge slowly. 
 

 
 
3. Take out new maintenance cartridge from a box. 
 

 
 
4. While lifting the eject guide slightly, insert a new maintenance cartridge. 
 

 
 



Step-by-Step Installation Instructions 

 

  100-11671 - Rev C    Page 61 

5. While lifting the eject guide slightly, close the maintenance cartridge door. 
 

 
 
6. Put the used maintenance cartridge in a bundled plastic bag and dispose of 
it. 
 

 
 
Note:  Please dispose the old maintenance cartridge according to federal, 
state and local laws after being packed in a bundled plastic bag and placed in 
the box. 
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Using the Service Utility 
 
The Service Utility is software for servicing the printer through use of a PC. It 
provides the printer with functions performed in the service mode as well as 
functions for displaying and performing various additional features. Printer 
firmware can be rewritten only from this utility. 
 
Note:  Service Utility may be updated to enhance and improve its functionality. 
 
 ■ PC Operating Environment 
This utility can be used on PC in the following operating environment: 
•  OS: WinXP 32bit, Win7 32bit, Win7 64bit 
•  Interface: USB 2.0 High Speed Function (1ch), Gigabit Ethernet 
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Setup Procedure 
 

Installing the Printer Driver 
 
The printer can be connected to the computer via a USB cable or network. 
Select either method according to the environment where the printer is used. 
 
Using the printer via a USB cable: 

 The printer is compatible with Hi-Speed USB. 

 A USB cable does not come with the printer. Use a commercially available 
USB cable that is compatible with your computer. 

 Do not connect the USB cable before installing the printer driver. After 
starting installation of the printer driver, connect the USB cable according 
to the message shown on the display. 

 
How to turn off the printer.  
If the Main Power Switch is in the ON position, be sure to press the [Power] 
key to place the printer in the sleep mode and then turn off the Main Power 
switch. 
 
1) If Printer is connected to the computer via a USB cable, disconnect the USB 
cable. 
2) Turn on Main Power Switch of Printer . 

 
3) Turn on the computer and log into it. 
 
Caution: Terminate the anti-virus program and other resident programs in 
advance, if any. 
 
4) Download the print drivers for your printer from the Downloads tab of the 
product information page for the 980 printer, available at www.transact-
tech.com. 
 

file:///C:/Users/newmanc/AppData/Local/Microsoft/Windows/Temporary%20Internet%20Files/Content.Outlook/R8VWOZNF/www.transact-tech.com
file:///C:/Users/newmanc/AppData/Local/Microsoft/Windows/Temporary%20Internet%20Files/Content.Outlook/R8VWOZNF/www.transact-tech.com
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Note:  Both 32-bit and 64-versions of this driver are available on this site. Be 
sure to download the correct driver package for your system. 
 

 The driver package will be downloaded as a compressed ZIP archive. 
Extract the contents of this archive by double-clicking on the file and 
selecting "Extract All," and choosing a folder for the contents to be 
extracted into. 

 Follow the instructions in the text file ReadMeFirst.txt in the extracted 
folder to install the driver. 

 
5) When you run the executable program P980DriverInstall.exe, you will be 
prompted to give Windows permission to run this executable file. Click "Yes," 
and then the following screen will appear. Click "Install or Remove Printer 
Driver," and then follow the instructions below to install the driver. 
 

 
 
Note:  A user account control dialog box may appear. In this case, click 
[Continue] or [Yes]. 
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6) Read the software license agreement, select [Agree], and then click [Next]. 

 
 
7) Click [Start]. Read the cautions well and then click [Next]. 
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8) Determine whether to use the network or USB cable and check the 
corresponding radio button. Select “Connect via USB or existing port” and 
then click [Start]. 

 
 
9) Click [Next] and then connect Printer to the computer with a USB cable. 
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Caution: 

 The USB cable is hot-swappable. However, it should be noted that the 
USB cable should not be connected or disconnected in the following 
cases: 

o When the computer is being booted (before the desktop appears) 
o When Printer is printing 
o When Printer driver is being installed 

 When disconnecting the USB cable with the computer or Printer powered, 
be sure to remove the USB plug on the computer side (USB hub side) in 
advance. When reconnecting the USB cable, wait for at least 5 seconds 
after disconnecting it. If you connect the USB cable too early, Printer may 
malfunction. 

 
10) If Printer is successfully recognized by Widows, installation of the printer 
driver starts. 
 
Windows XP/Vista 7 Installation 
 
1.  Select “Install the software automatically [Recommended]”and then click 
[Next]. 
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2. A caution message appears - click to continue. 

 
 
3  Click [Finish]. 
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11) Click [Finish]. 

 
 
12) When the following dialog box appears, remove the CD-ROM and then 
click [Yes]. Rebooting of the computer starts automatically. 

 
 
Note:  If you select [No], be sure to restart Windows before using the printer. 
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Using Printer via a LAN cable: 
 

 A LAN cable does not come with the printer. Use a commercially available 
LAN cable that is compatible with your computer. 

 You can connect the LAN cable to the printer before installing the printer 
driver. 

 
1) Turn on Main Power Switch of the printer. 

 
2) Go through steps 3 to 7 of the procedure for using the printer via a USB 
cable. 
 
3) Check the “Connect via network” radio button and then click [Start].  
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4) The Setup Wizard appears. Click [Next]. 

 
 
5) Click [Next]. 
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6) Connect a network cable, and click [Next]. 

 
 
7) Find all printers connected at present. When a list of printers appears, 
select the printer and then click [Next]. 
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8) The “Network (IP Address) setting” window appears. Click [Next]. 

 
 
Note:  You can also select the printer by specifying its IP address. 
 
Note:  If you select [No], be sure to restart Windows before using the printer. 

 When there is a device having a DHCP server function on your network, 
you can get an IP address automatically by checking the “Have an IP 
address automatically” checkbox. 

 If you want to set a specific IP  address, uncheck the “Have an IP address 
automatically” checkbox and type the IP address directly. 

 When there is no device having a DHCP server function on your network, 
do not check the “Have an IP address automatically” checkbox. When 
there are the same models of the printer on the network, the IP address 
may be duplicated. 
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9) Network setup is completed. Click [Next]. 

 
 
10) Next, set up the computer. 
Check the “Install Network Utility” checkbox and then click [Next].  
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11) Install the printer driver. Click [Next]. 

 
 
12)  Install the network utility. Click [Next]. 

 
 
Note:  The utility is the software required to change the printer settings.  
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13) Click [Finish]. 

 
Setup wizard will close. 
 
14) Click [Finish]. 

 
Installation is completed. 
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15) Reboot the computer. 

 
 
Note:   If you select [No], be sure to restart Windows before using Printer.  
 
 
 
 





  Appendix B: Frequently Asked Questions 

 

  100-11671 - Rev C    Page 79 

Appendix A: Ordering Supplies 
 
Printrex® 980 supplies can be ordered easily direct from the Transact website 
(www.Transact-tech.com) or our telephone number within the US: 
408.573.1200. When calling by phone, please ask for the Sales Department. 
See “Contact Information” in the first section of this document for more details. 
 
 
 
 

http://www.transact-tech.com/
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